
1" X 1" X 14 GA. (.080) SS TYPE 304
WELDED WIRE CLOTH W/ BLACK

OXIDE FINISH

SPRING LATCH HELD IN PLACE WITH TWO 

(2) 8" X 1/2" TORX
TAMPER RESISTANT ELECTRO-PL

STEEL SHEET METAL SCREWS

TWO (2) SPRING LATCHES PER SCREEN.

Avant Guards Manufacturing

Brooklyn, NY 11206
fax. 718-366-0010

www.avantguards.com

Avant Guards Top-Hinge Slimline Security Screen

JAMB DETAIL @ BOTH SIDES

FLAT BRACE

MAIN FRAME-TUBING

CONCEALMENT PLATE

219 Cook St.

ph. 718-366-6565

DD

1" X 1" X 1/8" STEEL ANGLE. LENGTH TO BE

SPECIFIED.

1 1/2" X 1 1/2" X 1/8" CONT. ANGLE

1" X 1" X 1/4" X 6" STEEL ANGLE.

C

B

SILL

#14 x 2" P/RHSMS

WITH LEAD ANCHORS

12" TO 16" O.C.

1" GAP TYP.

SCREEN

FRAME. 2 ANGLES PER SCREEN.

COLOR TO MATCH SCREEN 

SIZE OVER 52"

MULLION FOR D.H. WINDOW 

LINE OF HORIZONTAL 

TO BE LOCATED ON CENTER

CENTER LINE OF BRACE IS

MAIN FRAME-TUBING

CONCEALMENT PLATE

SPRING BOLTS - 2 PER

EXTERIOR

A

#14 x 2" P/RHSMS

WITH LEAD ANCHORS

12" TO 16" O.C.
HEAD

METAL SCREWS BY OTHERS

INFILL

CONCEALMENT PLATE

CONT. PIANO HINGE

MAIN FRAME-TUBING

INTERIOR

D

(SCREEN SAMPLE 12" X 16")
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